
  

2. Dampscherm (tussen buitenwand en isolatiemateriaal) ‘Test Report: 01-04-2016' 





. The performance of the product identified in points 1 and 2 is in conformity with the 

declared performance in point 7. This declaration of performance is issued under the sole 

responsibility of the manufacturer identified in point 4 

Signed for and on behalf of the manufacturer by: _Managing Director (geanonimiseerd)

Leipzig, 01.04.2018 14 

  

( place and date) 

5 ‘DoP.No 48SEC1OOIGOTSOAT 

(geanonimiseerd)(geanonimiseerd)





Wa 

URSa 

Declaration of Performance 

No. 49SEC10010016041 

Unique identification code of the product type 

URSA SECO PRO 100 

URSA SECO PRO 100 S 

Type, batch or serial number or any other element allowing identification of construction 

product 

See label 

Intended use or uses of the construction product, in accordance with the applicable 

‘harmonized technical specification, as foreseen by the manufacturer 

Vapour control layers 

Name, registered trade name or registered trade mark and contact address of manufacturer 

URSA SECO PRO 100 

URSA Deutschland GmbH, Carl-Friedrich-Benz Str. 46-48, 04509 Delitzsch 

System or systems of assessment and verification of constancy of performance of the 

construction product 

AVCP System 3 

Notified body 

MPA Braunschweig ( identification no. 0761) 

Declared Performance: 

  

  

  

  

  

  

  

  

  

  

  

  

  
  

  

        

Performance harmonized 
technical 

specification 

Thiekness (m} 125 

Length (m} 01437 EN 18482 

Width (m) -0+50mm EN 18482 

Straightness (75mm pro 10m) passed EN 18482 

Reaction to fre Eurokasse E EN13501-1 

Resistance to water penerration passed at 2 KPa EN 1928 

Mass per unit area (glm?) 11827% EN1849.2 

Water vapourtransmission 100 -0/+20m (S) | EN 1931 

Tensile strength longitudinalltransverse 1397730 _ -07+20% EN 123172 

(N/Sem) 

Tear resistance longiudinaltransverse (N) _| 1007100 _-0#20% EN1230 1 

Elongation longîtudinal/ transverse (%) 2 2507 2 400 EN 123112 

Durabiity (Aging) passed EN 1296 

‘Shear resistance of joints NPD EN1247.2 

Resistance to Impact NPD EN 12691     
NPD= No Petomance Detrmined 

4 DoP-N. 40SEC1001001004T 






